
HIGH POWER SOLID STATE MICROWAVE AMPLIFIER
KPA 0618 -35WModel:
6-18 GHz
35-52 Watt Ampli�er

Patent Pending

© Copyright 2001-2007 Keragis Corporation Revision Number: 001 • Date: 07/06/07

12131 Community Road, Poway, California 92064 • Phone: 858 486 1716 • Facsimile: 858 486 0445 • www.keragis.com



HIGH POWER SOLID STATE MICROWAVE AMPLIFIER
KPA0618-35WModel:

© Copyright 2001-2007 Keragis Corporation

12131 Community Road, Poway, California 92064 • Phone: 858 486 1716 • Facsimile: 858 486 0445 • www.keragis.com

Description

The KHPA-0618-35W is a high power microwave ampli�er
that covers from 6-18 GHz. The ampli�er provides an
output of to 35 watts TYP. (28 to 55 Watts over the band).
Built into the unit is negative bias and a sequencer.

The DC Power requirement is +28 VDC  A power unit is
supplied that can be mounted at the base of an antenna
with the module at the antenna.. Gain, output connector
as well as other parameters can be customized to meet
speci�c requirements. Pulsed capability is also available.
Heat sink and fans are included.

Key Features

♦ Wideband

♦ Compact size

♦ Built-in sequencing

♦ Light weight (Approx 11 lbs)

♦ Can be mounted at the antenna

♦ No high voltages

♦ Low noise

♦ Contains power supplies and heat removal
heat sinks and fans

Applications

♦ Radar

♦ Communications

♦ Antenna testing

Options

♦ Connectors or waveguide to meet requirements

♦ Pulsed capability

♦ Higher gain
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Speci�cations at 25˚ C

HIGH POWER SOLID STATE MICROWAVE AMPLIFIER
KPA0618 -35WModel:

Electrical

Frequency Range 6-18 GHz

Saturated Power Out 35 Watts TYP

Gain 20 dB TYP

In/Out VSWR 2:1

In/Out Impedance 50Ω

DC Power +28 VDC

Mechanical

Dimensions 
without Heat Sink

Weight ~11 lbs

Connectors SMA Female

Grounding Chassis

Environmental

Operating Temperature - 40˚ to + 50˚ C

Operating Humidity 100%
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